
Medium range laser rangefinder binoculars LRB 3000PRO and LRB 4000CI incorporate the latest achievements in optronics, laser 

technology and electronics in their design. These binoculars combine uncompromised optics with advanced data processing algorithms.

Both models instantly measure distance and speed using the highly accurate time-of-flight delay method. LRB 3000PRO measures azimuth

with built-in consumer-quality digital compass. An advanced digital compass with inclinometer built into LRB 4000CI enables accurate

height, azimuth, and elevation measurement. 

LRB 4000CI also features RS-232 interface, that enables immediate data acquisition by computers or various GPS receivers. Gating 

algorithm implemented in LRB 4000CI dramatically improves reliability of measurement in unfavourable measurement conditions (rain,

snow, bushes, wires, etc.)Low power consumption (one battery lasts for over 5000 shots!), ergonomic rubber-armoured body, long eye

relief, simple two-button operation, and wide objective lens make observation and distance measurement with these binoculars accurate

and comfortable.

LRB 4000CI

LRB 3000PRO / LRB 4000CI - MEDIUM RANGE FINDER 

Specifications
Model LRB 3000PRO LRB 4000CI
Magnification 7x 7x
Objective lens 40 mm 50 mm 
Exit pupil diameter 5.7 mm 7.1 mm
Eye relief 20 mm 25 mm 
Field of view 6º 5º
Interpupillary distance 60-70 mm 58-72 mm
Diopter adjustment range ±4 ±4

Range Finder
Laser type Eye safe 905 nm Eye safe 905 nm
Distance measurement range 20-3,000 m 20-4,000 m
Azimuth measurement range 6,400 mils / 360º 6,400 mils / 360º
Elevation measurement range - ±60º
Distance measurement accuracy ±1 m ±1 m
Azimuth measurement accuracy ±1º ±1º
Elevation measurement accuracy - ±1º
Range measurement time 0.5 sec 0.5 sec
Elevation measurement rate - 0.3 sec
First / Last logic V V
Gating capability + step - 100-4000 m / 100 m
Meters/Yards display V V
Computer output - RS232
Last 10 readings recall V V
Reticle shape selection ( + or     ) V V
Target quality indicator V V
Scan mode V V
Speed detector V V

Miscellaneous
Power supply 9V Lithium non-magnetic 9V Lithium non-magnetic
Battery capacity, shots >5,000 >5,000
Low Battery indicator V V
Water resistant V V
Tripod socket 1/4" 1/4"
Dimensions 158x145x69 mm 210x150x80 mm
Weight 970 g 1.3 kg
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