












   The best optical technologies implemented in these binoculars provide an impressive light transmission and resolution thus delivering 

brilliantly clear vision. They are waterproof and shockproof, meeting all applicable military standards. Binoculars are nitrogen filled and 

hermetically sealed to secure instant fog-free observation even when moved from warm to cold environment. 

Light and compact, they are perfectly comparable with the most modern warfare equipment.
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Specifications
Model AN 7X50 M22 AN 10X50 M22
Magnification 7x 10x
Objective lens diameter 50 mm 50 mm
Prisms BAK4 BAK4
Optics coating FMC FMC
Dioptric correction ± 5 ± 5
Field of view 7.5° 6.5°
Apparent field of view 53° 65°
F.O.V.  @1000 m 131 m 114 m
F.O.V.  @1000 yd 393 ft 341 ft
Exit pupil diameter 7.14 mm 5 mm
Brightness index 51 25
Interpupillary adjustment distance 56-74 mm 56-74 mm
Eye relief 23 mm 18.5 mm
Focus 5 m - infinity 6 m - infinity
Waterproof V V
Shockproof V V
Drop test, height 1.8 m 1.8 m
M22 reticle V V
Operating temperature range –40°C … +70°C –40°C … +70°C
Anti-laser protection with OD ≥ 5 at 1064nm Optional Optional
Dimensions, mm 200x195x70 195x180x70
Weight 1.56 kg 1.51 kg

Lightweight metal body with rubber armour for sure grip and great durability 

Specially designed shockproof prism system 

Fully broadband multi-layer coating optics

The image is flat fielded, distortion free, and equally sharp from center to edge 

Long eye relief  

Nitrogen filled 

FEATURES:
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AN 10x50 M22



Spotting scope users demand top quality optics that perform flawlessly under all weather conditions Whether at the range or in the field, the

15-45 x 60 or 20-60 x 80 brings your target into clear, consistently-sharp, high-contrast focus, especially at the kind of distances that 

overwhelm lesser optics.

The angled eyepiece position permits a lower scope mounting height, which allows better stability and user comfort. Scopes are nitrogen

filled, waterproof and nitrogen field, dustproof, and shock-resistant.

All Newcon Spotting Scopes feature powerful lenses, and come standard with a durable, padded field carrying case.
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Powerful FMC optics in polycarbonate rubber armoured body

BAK-4 or BK7 prisms

Long eye relief

Objective lens and eye piece protective caps 

Sliding dew shield reduces glare

Waterproof and nitrogen filled

Lightweight and shock resistant

Sturdy compactable tripod with full horizontal and vertical control 

and padded leg-wraps made of anodized steel (Spotter Only)
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ACCESSORIES: Spotter

Spotter NC 

with Camera Attachment

Spotter NC

Specifications
Model Spotter Spotter NC
Magnification 15 – 45x 20 – 60x
Objective lens diameter, mm 60 80
Field of View, @1000m 38 - 19 30 - 15
Eye Relief, mm 15 – 18 15 – 18
Tripod mount, height ¼ inch , 250 mm / 10” ¼ inch , 250 mm / 10”
Tripod pan, tilt 360°, – 60° / +90° 360°, – 60° / +90°
Dimensions w/o tripod (LxHxD), mm 335 x 170 x 75 335 x 170 x 95
Weight / with tripod, g 915 940



The Big Eye Binoculars 20x40x100 designed to fit most demaning specifications and

are capable to withstand maritime weather. They are useful as marine binoculars,

border guarding instrument, and with other applications where long-range viewing is

required. 

The 20x or 40x Big Eye has massive objective lenses, BAK-6 prisms and precision-

ground, multi-coated optics. 

One can note the incredible optical quality with extraordinary edge-to-edge image

clarity. Oversized, individually focusing ocular lenses are set at an angle for 

comfortable viewing. The mounted device swivels a full 360º horizontally and 135º

vertically. 

The instrument is nitrogen filled to prevent fogging. Foldable eye cups. Convenient

holder is attached to a tripod to keep spare eyepieces. Binoculars are supplied in

hard case with a lock.

DAYTIME SYSTEMS - BIG EYE BINOCULARS 20x40x100
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Specifications
Configuration 20x Eyepiece 40x Eyepiece
Magnification 20x 40x
Near Focus, m 25 25
Objective Lens Diameter, mm 100 100
Field of View 2.5º±15’ 1.5º±15’
Field of View, ft/yd 131@1000 79@1000
Field of View, m/m 44@1000 26@1000
Eye Relief, mm 20.5±2 14.5±2
Interpupillary distance, mm 55-72 55-72
Angle of Eyepieces Disposition 60 60
Prisms BAK-6 BAK-6
Coating FMC FMC
Horizontal Swivel 360º 360º
Vertical Swivel 90º up, 45º down 90º up, 45º down
Telescope length, mm 420 420
Dimensions, mm 480x230x130 480x230x130
Weight, without tripod, kg 7.8 kg 7.8 kg
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